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RESEARCH MEMORANDUM

INTTIAL EXPERIMENTS ON THE AERODYNAMIC COOLING
ASSOCIATED WITH IARGE-SCALE VORTICAL
MOTIONS IN SUPERSONIC FLOW

By A. J. Eggers, Jr., and C. A, Heruach
SUMMARY

It is conjectured that convective heat transfer to a surface in
supersonlc flow may be reduced by periodically imposing & large-scale
vortical motion on the boundary layer. The resulting vortex is expected
to remove part of the heat convected to the surface by the normal bound-
ary layer.

This conjecture was checked with experiments at Mach numbers from
3 %o 5 on two bodies of revolution having spikes protruding from a blunt
nose. The basic body was a truncated cone of fineness ratio 2. When
pulsating flow occurred at the nose, turbulent masses of air were period-
ically discharged over the body with a large~scale vortical motion. Under
these circumstances it was indicated that the average rate of heat trans-
fer at zero angle of attack could be reduced by at least 22 percent. The
recovery factors were reduced by as much as 25 percent. At small angles
of attack the recovery factors were higher on the windwerd side than on
the leeward slde of a body. Although no measurements were made, it is
anticipated from considerations of symmetry that the average rate of heat
transfer varies only slightly sbout zero angle of attack.

Drag was decressed by as much as 35 percent by protrudlng the spikes
from the blunt-nose hodies at angles of attack up to 4°, On the other
hend, 1ift was increased by as much as 100 percent, while pitching moment
about the base was increased only slightly.

INTRODUCTORY REMARKS

Considerasble effort is being devoted to reducing the serodynamic
heating of vehicles in supersonic flight. This effort has produced a
number of promising ideas (see, e.g., refs. 1 through 5), all based on




2 | W' NACA RM ASLTL3

the premise that flow bounding a surface will be elther leminar, transi-
tional, or turbulent, asnd more or less steady. The large bulk of experi-
mental date do, to be sure, substantiate this premise. Nevertheless, 1t
seems worthwhile to inquire if there can be a basically different flow
which transfers less heat to a surface than the usual boundary layer. In
this regard nonsteady flows wmay warrant attention.

Consider, in particular, the hypothetical flow shown on the sketch.

MAIN FLOW. LARGE SCALE VORTICAL MOTION
DIRECTION NORMAL BOUNDARY LAYER

\ ' \ SURFACE
N ~ - \ - 7
7 7 7 ’/// v/
HEAT HEAT
ouT HEAT IN ouT

This flow differs from the normal boundary leyer in one importent respect =
a large-scale vortical motlon exists in the boundary layer at short inter=-
vals along the surface. By "large scale" it is meant that the diameter of
each vortex is of the order of or greater than the thickness of the bound-
ary layer. Now let us assume that these vortices are made up of air from
the main flow and, further, that the surface over which they pass is at’
some reasonable temperature greater than smbient ailr temperature. It is
argued then that part of the heat convected to the surface in the region
of the normal boundery layer should be convected from the surface in the
region of a vortex since the peripheral portion of the vortex should be
cooler than the surface. That is to say, each large-scale vortex should
create a negative temperature gradient at the surface and thus sbstract
heat therefrom. This boundery~layer-vortex combination offers promise,
then, of convecting less heat to a surface than the normsl boundary layer.
The cooling by the vortices should, of course, depend upon both their size
and spacing.

These considerations lead naturally to the questions of what shape o
might be employed to test this "boundary-layer-vortex" hypothesis, and how
might the vortices be generated? The body of revolution was chosen for
gtudy because it constitutes a practical aerodynemic shape. It would be
most desirsble to generate the vortices at the nose of the body. In this
regard, recent work of Beastall and Turner (ref. 6) has shown that a high-
frequency pulsating flow is ceused by a splke protruding in front of a
bluff body at supersonic speeds. It was our thought that a large-scale

Mo \galrsaRs iy -
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vortex might be discharged from\the nose in concert with each pulsation,
and further, that the resulting flow aft of the nose might resemble the
boundary-layer=-vortex flow. Accordingly, it was undertaken to investi-
gate experimentally the heat transfer and aerodynamic characteristics of
several bodies of revolution, including two with spike noses, in super-
sonic flow. The remsinder of this paper is devoted to & description and
discussion of this research (see the Appendix for a summary of the
notation).

EXPERIMENT

Apperstus and Tests

A1l tests were conducted in the Ames 10~ by li-inch supersonic wind
tunnel which is of the continuous~flow, nonreturn type and operates with
a nominsl supply pressure of 6 atmospheres. The Mach number was varied
from 3 to 5 by changing the relative positions of the symmetrical top and
bottom walls of the wind tunnel. The supply ailr was heated during opera-
tion at a Mach number of 5 in order to prevent condensation in the test
section. A detailed description of the wind tunnel and its assoclated
equipment, and of the characteristics of the flow in the test section
mey be found in reference T.

The measured heat-transfer characteristics included both heat-transfer
rates and recovery temperatures for the test models. Measured aerodynamic
characteristice included 1ift, drag, and pitching moment., The tests were
conducted at zero angle of a'b‘back over the Mach number range, and at
angles of attack up to 4° at a Mach number of 3.5. All models were sting
supported from the rear, and asngle of attack was obtained by inclining
the support system (see ref. T).

Wind~-tunnel=calibration data were employed in combination with meas=-
ured stagnation pressures to obtain the stream static and dynmamic pressures
of the tests. Reynolds numbers based on the maximum diameter of the models
were

Reynolds nuwmber,

Mach number million
3.00 1.57
3'50 1090
k.23 L.k

5,05 - 0,70
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Models and Instrumentstion

The shapes tested during this investigation are shown in figure 1.
They are all bodies of revolution of fineness ratio 2 (exclusive of spilke-
‘nose asseubly); hence, they asre perhaps most representative of the for-
ward portion of a complete body. It is importent to keep in mind, however,
‘that they also represent possible ballistic vehicles (see, Cue, ref. 5)
or projectiles., The truncated cone is the basic body from which the two
splke~nose configurations were derived. The conlcal splkes were chosen
after studying the work of Besstall and Turner (ref. 6), the principal
alm being to obtain pulsating flow wilth spikes of practical proportions.
The semicircular cutout was tested 1n the asnblcipation that it would
lmprove vortex generation. AlL models hed g base diemeter of 2 inches
and a basic length of 4 inches. The truncated cone (basic body) had a
nose diameter of 1.333 inches (i. «€., two thirds of the base dilemeter).
The conilcal spikes had s total included angle of 15°. Separate models
were built to determine recovery temperstures, total heat trensfer, after-
body heat transfer, and aerodynsmic forces snd moments. o
A typlcal recovery~-temperature instellation, with detalls of the
geometry of the spike and the semicircular cutout, 1s shown in figure 2.
The recovery~temperature models were constructed of stalnless steel and
had a wall. thickness on the afterbody of 0.025 inch. Iron-constantan
thermocouples were imbedded in the wall to determlne local recovery tem-
peratures at various positions on the surface. The points of support for
the thin wall were insulated with nylon bushings to reduce direct heat
trensfer between the wall and the sting support.l The two spike~nose
models were equipped with movable spikes to permit thelr extension and
retraction during testing.

Typical model Insgtallations for the determination of total heat
transfer and afterbody heat transfer are shown in figures 3 and 4. The
heat-transfer models were made of Duralumin and were of heavy construction
to minimize temperature differentials within the models. The splke-nose
configurations had changeable fixed-length spikes. An electric heater
was used to raise the model temperature to various values above recovery
temperature. This model heater was connected to a thin-walled eylinder

1Tt should be noted that on the model with the semicircular cutout
there was metal-to-metal contact between the nose piece and the thin-
valled afterbody. In order to determine the effect on temperatures of the
heat transfer through this section, experiments were conducted with a
0.005-1inch air gep in place of the contact. It was found that although
contact substantially increased the temperature indicated at the first
thermocouple (X = .31 inch) on the afterbody, it did not apprecisbly
affect the temperatures farther downstream. - A1l experiments with this
confilguration were conducted with metal-to-metal contact; hence, the first
thermocouple readings were dependent on the degree of thls contact Which

wag not, of course, always the same,
.'w“h

b
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which constituted the support sting near the model base. A guard heater
was installed on the cylinder a short distance aft of the model heater,
The power to the guard heater was adjusted so that no temperature differ-
ential existed between the guerd heater and the model hester, In this
manner heat losses from the model heater to the model support structure
were essentially eliminated. Accordingly, the electrical power required
by the model heater to maintain a given model temperature determined the
rate of heat transfer from the model to the alr,

The power supplied to the model was determined by measuring the
resigtence of the model heater and the voltage across the heater. The
heater resistance was essentielly independent of temperature. Model tem~
peratures were measured in the region of the model heater using iron=-
constanten thermocouples. Differential thermocouples were used to indi-
cate when zero temperature differential occurred between the two heaters.

The models used to obtain aerodynamic characteristics were made of
steel - again the spike-nose configurations had changesble fixed-length
spikes. Lift, drag, and pltching moment were measured with a conventionsl
strain-~gage balance housed in a boom aft of the model., Tare forces on the
sting support were essentially eliminsted by a 5/8-inch-diameter shroud.
Base pressures were meassured to determine the 1ift and drag contributed
by the base force.

Flow about the test models was photographed with & shadowgraph appa-
ratus employing a high-speed=spark light source. Spark time duretilons of
1/k microsecond or less were used in order to effectively "stop" the high-
frequency pulses associated with the spike-nose configurations.

Accuracy of Test Results

The errors which influence the test results in general are as
follows: Errors in angle-of-attack values are due mainly to uncertainties
in corrections for stream angle and for deflectlons of the model support
gsystem, These errors are estimated not to exceed +0.2°, Errors in spike
extension for the spike-nose conflgurations did not exceed +0.005 inch.
Msach number- -in the region of the test section where the models were located
did not vary more than *#0,02 from the mean values. The Reynolds number
for a given Mach number did not differ by more than +10,000 from the mean
values,

The meximum error in local recovery-temperature measurements due to
instrument error is approximately +1° R. The corresponding error in
recovery factor is epproximstely #0.005. The additional error due to heat
transfer through a model is, for the most part, less than this amount.
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The heat-transfer rates are in error due to uncertainties in meas~
urements of heater resistance, heater voltege, and differential tempera~
ture between the heaters. This error does not exceed 12 percent. The -
heat-trensfer coefficlents are in error for the same reasons, and further,
they depend on the difference between the measured recovery temperature =
of e model and the meassured temperature of the model with heat flow to : -
the alr. The meximum error in measured temperature was constent at
approximately +0,25° R;2 accordingly, the possible error in hest~transfer
.coefficient varies as a function of the measured temperature difference.
For example, the error in heat-transfer coefficient for a 10° R tempera-
ture differential could be as high as *0.0003 Btu/sq ft, sec,®R, while -
for e temperature differential of 30° R, it should not exceed *0.0002 -
Btu/sq ft, sec,®R. '

The errors in the force and moment results were due primesrily to
uncertainties Iin the measurements of these quantities by the balance sys~
tem and uncertaintles in the determination of free-gtream dynaemic pressures
and base pressures. These uncertainties result in maximum possible errors
in 1ift, drag, and pltching-moment coefficients of +0.002.

Summarizing, the recovery factors are estimasted to be accurate within
+0,005, the heat-transfer coefficients within £0,0002 Btu/sq e, sec,QR,
and the 1ift, drag, and pitching-moment coefficients within #0.002. It ) -
should be emphasized that all the aboye discussion concerns meximum errors
and that, for the most part, the results presented are in error by less
than half of the estimsates. -

RESULTS AWND DISCUSSION

Pulsating Flow Phenomens

It was undertaken at the outset of thils experimental work to deter~
mine the range of splke extension over which pulsating flow occurred. It . _
was observed optlcally that pulsations began when a spilke first pierced
the detached shock wave (X = 0.4 inch at o = 0°, My = 3.5). Pulsations
continued and with increasing amplitude (i.e., fore~and~aft shock motion)
until a spike extension was reached (X = 2 inches) which, rather abruptly,
produced. a quasi-steady separated flow from the tip of the spike., This
quasi~steady-type flow was meintained with further spike extension. These
results are in asgreement with those obtained by Beastall and Turner with
splke-nose models.

In order to obtein additional informstion on the pulsating flow
phenomens, a series of shadowgraph plctures (spark source) were taken at

2This error was reduced below the *1° error noted in connection k;
with local recovery-temperature measurements by use of a more sensitive
tempersture-indlcating instrument.
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random intervals of time of the pulsating flow over the spike-nose body
having the semicirculer cutout (X = 2.0 inches at o = 0°, My = 3.5).

The photographs so obtained have been arranged in the order in which the
Phenomenon epparently progresses and they are shown in figure 5. (The
order chosen 1s in essential agreement with that deduced by Mair, ref. 8.)
Thus figures 5(a) and 5(b) indicate a progressive piling up of turbulent
alr between the spike and the front of the model. In figure 5(c) the bow
shock has swelled out substantially, and a high-speed reverse flow is
indicated by the "forward bending" shock near the tip of the spike (see
sketch). In figure 5(d) the bow shock has swelled further in the lateral
direction but has

begun to move aft

on the spike.

Substantial tur-

bulent air hsas Forward-Bending Shock
collected between

the bow shock and

the forward bend-

ing shock near the

tip. It is indi-

cated in fig-

ure 5(e) thet this  Mgin Shock
turbulent mass has

expanded, moved aft

on the spike, and

assumed .2 more or

less doughnut-like

shape, In figures 5(f) and 5(g), this mass is seen to approach and dis-
charge over the shoulder. In figure-5(h) it has passed a short distance
dowvn the model, and at the same time, turbulent flow is again beginning
to pile up at the front of the model (as in fig. 5(a)). In between the
turbulent masses, the body is immersed in a relatively thin but not alto-
gether steady turbulent boundary layer (see figs. 5(e) and 5(g)).

Now it was conjectured that lerge-scale vortices would be discharged
over a spike~-nose body as a result of the pulsations in the flow at the
nose, and that something resembling the proposed boundary-layer-vortex
flow would occur on the body. These photographs lend credence to this
conjecture. To illustrate, it 1s indicated in figure 5(d) that the reverse
flow near the surface of the spike has coupled with an outwerd and rear-
ward flow neer the tip to start a large~scale vortical motion in the tur-
bulent mass. This mass takes on a shape resembling a ring vortex (see
fig. 5(e)) with probably zero velocity at its inner boundary (the surface
of the spike) and some sizable downstream velocity at its outer boundary.
The mass as a whole 1s moving downstream, end it discharges in a large-
scale vortical motion over the shoulder of the model (fig. 5(g)). The
turbulent mass continues down the model (fig. 5(h)) as something like =
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large-scale ring=-shaped vortex. Accordingly, this splke-nose configura-
tion seems to provide at least a crude approximetion to the proposed
boundary~layer-vortex flow in the region aft of the nose.

Figures 5(a) and 5(h), when viewed together, suggest that the flow
pattern tends to pulse between the quasi-steady, sbtached~shock~type
obteined with an extended spike, and the steady, detached=-shock=-type
charecteristic of the plain blunt-nose body. This possibility was easlly
checked, and the results are shown in figure 6. Figures 6(a) and (c) are
spark photographs of flow about the truncated cone model and the spike-
nosgse model with semicircular cutout; the spike was extended sufficiently
far to eliminate the large amplitude pulsations. Figures 6(b) and (d)
sre spark photographs of pulsating flow about the same spike-nose model
(spike slightly retracted). The similarity between figures 6(a) and (b)
and between figures 6(c) and (d) tends to verify qualitatively the limit-
ing character of the pulsating flow pattern.

There are, no doubt, many other lnteresting characteristics of the
pulsating flow assoclated with spike-nose configurations; some of these
cheracteristics are discussed by Beastall and Turner (ref. 6). For the
purposes of this paper, however, it was felt that a knowledge of one
additional property would suffice. This property is the frequency with
which vortices are discharged from the nose. An indication of thils fre-
quency was obtained at a Mach nuwber of 3.5 using & hot=wire anemometer
mounted just forward of the base of the heat-transfer model shown in
figure 3. The anemometer reyvealed large amplitude pulses occurring at
the rate of about 2600 per second. In the light of this observation and
the photographe of figure 5, it is indicated that the pulsating flows
created in these experiments were characterized by vortices on the order
of 1 inch in dismeter being discharged on the order of several thousand
times per second. Now the important question is, do these vortices reduce
the heat convected to a& body in supersonic flow?

Heat=Transfer Characteristics

It was anticipated thaet aerodynamic cooling by large~scele vortices
would reflect directly in the recovery temperature of a surface. That is
to say, it was felt that the tendency of a large-scale vortex to abstract
heat from e surface would lead to lower surface temperatures for the case
of no net heat flow to (or from) the surface. Accordingly, the heat-
transfer experiments were conducted as follows: First, the recovery
temperatures of the test bodles were measured at a Mach number of 3.5 and
zero angle of attack. In this regard, special attention was given to the
effect of spike extension on the recovery temperatures of the spike-nose
configurations. The optimum splke extension was taken as that which gave
the lowest recovery temperatures. Thils splke extension, then, or one

e b
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slightly less, was used in all subsequent tests to determine recovery
temperatures as a function of Mach number and angle of attack, and to
determine heat transfer.

The measured recovery temperatures are reported in the form of
recovery factors based on free-stream conditions, while the heat-transfer
results are presented In the form of average heat-transfer coefficients.
These two quantities are then treated together to facilitate a brief
discussilon of heat-transfer rates.

Recovery factors.~ The effect of spike extension on the recovery
factor at a typical point on the surface of the basic body is shown in
figure 7. Results are presented for both the truncated cone with spike
and the spike-nose configuration with semicirculaer cutout. These results
are qualitatively similsr in that the recovery factor is essentially con-
stant at a relstively high value until the spike extends into the detached
bow wave and starts the pulsating flow., With further spike extension the
recovery factor falls off until a point is reached where the large ampli-
tude pulsations can no longer be sustained.® When this occurs the recovery
Pactor rises more or less sharply to a value charascteristic of normal
boundary layers and remains essertially constant with further spike
extension,

In the range of spike extensions where large amplitude pulsations
occur, a hysteresis effect is encountered on the truncated cone with
spike, Specificelly, it 1s indicated that once pulsating flow ceases with
increasing spike extension,a very substantial reduction in spike exten=
sion is required to re-establish the phenomenon, Note, too, that in the
general region of the hysteresis effect, somewhat larger recovery factors
are obtained during pulsstion on the truncated cone with spike than with
the semicirculsr cutout configuration. The semicircular cutout has the
virtue, then, of eliminating the hysteresis effect and, simultaneously,
of producing lower recovery factors under conditions of pulsation. In
this regard it is thought that the sharp, forward-facing lip of the cut-
out may, in combination wilth the chamber effect, produce stronger and
better developed vortices during pulsation, and tend to reduce the possi=-
bllity of more than one type of flow for a given spike extension.*

8Tt is not to be implied that nonsteady motions, in general, will
necessarily lower recovery temperatures. During the course of this inves-
tigation a veriety of nonsteady boundary-layer flows were generated, but
only a few (notebly those characterized by large-scale vortices) reduced
the recovery temperatures.

4The possibility of more than one type of flow for a gilven spike
extension is not completely eliminated. This fact is indicated by the
dashed line in figure 7 (2.2 £ X < 2.6) which denotes that both quasi~
steady- and pulssting-type flows were observed to occur alternately.
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So far the recovery factors have been considered at only one point
on the surface of the spike-nose bodies. It ds of interest now to study
the recovery factors at various points along the body in the case of pule
sating flow. For thls purpose, a special rosepiece with integral spike
and semlcircular cutout was installed on the model. A schematic view of
the body, with thermocouple locatlions, and the test results at a Mach
number of 3.5 are shown on figure 8., The spike extension is about three-
fourths of that requlred for obtaining minimim recovery factors. It is
obgerved first that the recovery factors rise from a relatively low value
near the center of the spike to a high value in the neighborhood of the
semlclrcular cutout. The low recovery factors may be associlated with the
discharge of laerge-scale vortices from the spike (see fig. 5). This
possibility is brought to mind by the work of Eckert and Weise (ref. 9)
and Ryan (ref. 10) which revealed that low temperatures are obtained on
that portlon of transverse cylinders discharging vortlces in subsonic
flow.

On the afterbody something like the proposed boundary-layer~vortex
flow has been developed, and 1t 1s observed that the recovery factors are
uniformly low, varying from about 0.72 to about 0.75.

It 1s of interest to compare the recovery factors on the afterbodies
of the test models. This is done in figure 9 where recovery factor is
shown as a functlion of distance from the shoulder 'of the basic body.

The splke extensions sre those for minimim recovery factor; the models

with movable spikes were employed to obtaln these datae. It is seen that
the recovery factor first decreases and then ilncreases slowly with distance
along the spike-nose bodies, while it remains more or less consbant at
values characteristic of normal-~boundsry~layer flows on the truncated cone.
The maximm reductlon in recovery factor due to spike extension is from
about 0.91 to sbout 0.68 and it occurs nesr the l=inch location on the
spike-nose configuration with semicirculer cutout. The corresponding
reduction in recovery temperature would be from 1150° ¥ to 870° F for a
vehicle .in flight at a Mach number of 3.5 in air at LO° F ambient
temperature. Large-scale vortices offer promise, then, of substantially
reduclng the recovery temperstures of aircraft in flight at high supersonie
speeds.

In order te provide more informeation on this possibillity, the recov-
ery factors over the afterbodles of the models were determined at small
angles of attack for a Mach number of 3.5. These results are presented
in figure 10 for two values of the meridian angle 6. Data for the
truncated cone are gshown in figure 10(a) and it is seen that there is
1little effect of angle of attack. Figures 10(b) and 10(c) show the recov- °
ery factors for the two splke-nose conflgurations. It should be noted
that the spilke extension for these tests was less than that for minimum
recovery temperstures at zero angle of attack, This situation reflects
the fact that pulsating flow could.not be maintalned at angle of attack
when the optimum spike extension for zero incidence was used - that is

Y s *x
LA YO 3
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to say, the spike had to be retracted slightly at angle of attack in
order to sustaln the pulsations, Accordingly, the recovery temperatures
are not as low as those obtainable at « = 0°. Generally, the effect of
angle of attack is to increase surface temperatures on the windward side
and to decrease them on the leeward side of a body. At small a's the
temperatures on the sides of the bodies are, as would be expected, more
or less unchanged. The body with semicircular cutout has the advantage
that temperatures are more uniform and generally lower. >»®

Up to this point, attention has been restrictéd to surface~temperature
phenomena at a Mach number of 3.5. The effect of Mach number on recovery
factor for the test models is shown in figure 11. These results were
determined at zero angle of attack for Mach numbers from 3 to 5,

The recovery factors for the afterbody of the truncated cone
(fig. 11(2)) remain high. The recovery factors on the afterbodies of the
spike-nose models are shown in figures 11(b) and 11(c). These data were
obtained with the movable spike models, and the spike extensions were
such as to give minimum recovery temperature at each test Mach number.
The spike nose with semicircular cutout causes the largest reduections in
recovery factor, which suggests that this configuration is the most effec-
tive vortex generator over the test Mach number range., The fact that the
lowest recovery factors for both bodies were obtained at Mo = 3.5 is not
vievwed a&s an indication that there is anything especially unique about
this Mach number. Rather, it is thought that this is a result of the
model designs. ' "

Heat~transfer coefficients.~ Only a limited number of heat-transfer
measurements were made. Specifically, they were comprised of the total
heat transfer from the models (including the nosepiece) and the heat
transfer from their afterbodies at a Mach number of 3.5 and zero incidence.
The experimental results are presented in figure 12 where the average
heat-transfer coefficients are shown as a function of the difference
between indicated recovery temperature and indicated wall temperature.
These temperatures are referred to as "indilcated" temperatures because
they were measured in the interior near the base of a model rather than
at points on the surface” (figs. 3 and L).

®Tt will be noted in figure 10(c) that the recovery factors at
6 = 0° and 6 = 90° do not agree at the first thermocouple on the model
with the semicircular cutout. It is believed that this discrepancy is
due to variatlons in the degree of contact between the nosepiece and the
thin-walled section (see footnote 1 and fig. 2).

8Tt is possible that some advantage might accrue if the spike nose
were kept alined with the stream, independent of the incidence of the
main body. In this manner the general level of surface temperatures
wight be kept closer to the low zero~lift values by obbtaining pulsating
flow with greater spike extension.
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The average heat-transfer coefficients based on measured total heat
transfer from the models are shown in figure 12(a). The spike on the )
basic body raises the average heat-transfer coefficients while the spike -
plus semicircular cutout lowers them. In any case the changes are falrly
smell, varying from sbout 5 to -10 percent.® The average heat-transfer
coefficients for the afterbodies of the models are shown in figure 12(b).
It 1s seen that the effect of the spilke is to ralse these coefficients as
much as 20 percent.,

Heat-transfer coefficients are especially useful if they are constant,
independent of well temperature. It is to be expected that they would be
constant for normal boundary-leyer flows (and not too large a temperature
change) and, on the basis of the data presented in figure 12, it would
eppear thet they are also more or less constant for the pulsating flows.
This will be assumed to be the case and the combined significance of the
meesured. heat~transfer coefficients and recovery factors will be inter-
preted in terms of heat~transfer rates.

Heat-transfer rates.~ This discussion is facilitated by use of the
elementary heat flow egquation

g = h(Ty - Ty) (1)

In this expression 'q 1s the rate of heat transfer per unit area, h 1is
the hest-transfer coefficient, and Tp and Ty are the recovery and wall
temperatures, respectively. The recovery temperature may be written

Tp = Tg(l y 222 MOZR> (2)

where Ty 1s the free-stream static temperature, y i1s the ratio of
specific heats, My 18 the free=stream Mach number and R 1s the recovery
factor. Combining equations (1) and (2) ylelds the relation

g = h[z-—;-—l Mo2RTo + (To - Ty ] (3)

7Use of these temperatures is thought permissible for the compara=
tive purposes of this report. - -

8Corresponding heat-transfer coefficients for the models with spikes J
extended to give quasi-steady flow were not appreciably different from
those gilven in figure 12(a).

Sppenpp®-
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It is anticipated that surface temperatures in flight are not likely to
take on values less than the amblent tempersture. In this event it follows
from equation (3) that heat-transfer rates are not likely to exceed those
glven by the expression
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Gmax = 5 MRATOHR (%)
or, as it suffices for this discussion,
ey ~ bR (5)

That is to sey, the maximum rate of heat transfer per unit area is simply
proportional to the product of the heat~transfer coefficient and the
recovery factor, It 1s this result which will be used in the following
discussion,

First s comparison will be made of the average values of g for
the complete models, All necessary informstion (in the sense of eq. (5))

Table I
Complete model Model afterbody
Body ,
ampe | ]| =] C |~
h 0,0072 | 0,0077 | 0.0067 | 0,0085 | 0,0103 | 0,0097
Ri .910 .T78 JT67 913 .758 <TH5
hRj . 0066 . 0060 .0051 .0078 .0078 . 0072
is given in figure 12 and it has been collected in table I, The resulks

the truncated cone will be used as a basis of comparison to determine
effects of pulsating flow on heat-transfer rate, From the dats in
table 1t can be deduced that the spike on the truncated cone reduces
average by about 9 percent and the spike plus semicirculsr cub-~
reduces the average by about 22 percent. In this respect, then,
addition of the semicircular cubtout is definitely beneficial,

for
the
the
the
out
the

Consider now the afterbody heat-transfer rates, With the afterbody
of the truncated cone as a basis of comparison, it is deduced that the
addition of the spike does not change the average , while the addi-
tlon of the spike plus semicircular cutout reduces the aversge by
about 7 percent, On the basis of these few results then, the pulsating
flow appears less effectlve in reducing the average rate of heat transfer
per unit area for the afterbody than it is in reducing the corresponding
quentity for the complete models, It 1s to be recognized, of course,
(see eq. (1)) that the percentage reduction in heat~transfer rates will
be greater with increasing wall temperature,
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It 18 of Interest now to consider the rate of total heat transfer to
the models, It follows fraom equation (5) that the proportionality relation
for the meximmm values of this quantity is

Qpax ~ HRS (6)

That ie, the maximum total heat-transfer rate ls proportional to the pro-
duet of the heat-transfer coefflclent, the recovery factor, and surface
ares, This product 1s shown In table II for the complete models where
the values of heat-transfer coefficlent tlmes recovery factor were teken
from table I,

Table II

Body

shape [:::] <{:::] "=§::::]
S 0.153 0,157 0.177

hR1S .00100 0009k . 00091

Evidently Qp., 1s lowest for the truncated cone with semicircular cute
out and spike, being about 9 percent less than that of the truncated cone,

In the case of the heat-transfer rates for the afterbodies of the
models, the values of Qp., would bear the same relation for the models
as the values of qpgy already discussed since each model had the same
afterbody surface area, It should be noted, toop, that these and the
previous considerations of heat transfer apply qualitatively at small
angles of attack since, by symmetry, the average rate of heat transfer
should vary only slightly sbout zero angle of attack,

Aerodynamic Cheracteristics

The 1ift, drag, and pltching-moment characteristics of the test
bodies were determined for angles of attack up to 4° at a Mach number of
3.5. These results are presented in figure 13, The zero~-lift drag charac-
teristics were obtalned over the test Mach nurber range from 3 to 5 and
the results are presented in figure 1k,

First consider the effects of angle of attack on 1lift and foredrag
at a Mach number of 3.5. It is evident from figure 13(a) that the effect
of a spilke 1s to increase 1lift by a factor of about 2 over that for the
trunceted cone, The spike plus semlcircular cutout decreases the fore-
drag of the trunceated cone by sbout one-third (fig., 13(b)).

" #
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Now as regards pitching moment, it 1s noted in figure 13(c) that the
moment sbout the base is slightly less in the case of the truncated cone
than in the case of the spilke-nose models, The center of pressure,
figure l3(d), varies only slightly with angle of attack and is not appre=
clably shead of the 50-percent~length station for any model,

The zero lift-drag characteristics of the test bodies were measured
over the Mach nunber range, The measured foredrag coefficients are sghown
in figure 14(a), and the measured total drag coefficlents are shown in
figure 14(b).°

It is observed that, in general, the foredrags increase slightly
with Mach number, while the total drags are more or less unaffected by
Mach number. The configuration with 2-inch spike extension and semicir-
cular cutout has the lowest drag of the blunt-nose bodies,

CONCLUDING REMARKS

It was conjectured that convective heat transfer to a surface in
supersonic flow might be reduced by periodically imposing a large-scale
vortical motion on the boundary layer, Results of experiments were pre-
sented which tended to confirm this conjecture, In particular, marked
reductions in heat transfer and recovery factor were obtained on two
bodles of revolution immersed in a flow resembling the boundary-layer-
vortex model, While this work is of a very preliminary nature, it has
several implications which are worthy of note, For one thing, aerodynamic
cooling by large-scale vortices might prove especially effective in the
case of ballistic-type vehicles where aerodynamic heating characteristics
are of primary importance (see ref, 5).

The application of vortex coolling to other types of supersonic air-
craft is less clear, Nevertheless, the experiments of this paper do
indicate that large~scale vortices may constitute a practical means of
substantially reducing aerodynamic heating in flight at high supersonic
speeds., Further investigations of this posesibility sppear warranted,

Ames Aeronautical Laborstory
National Advisory Committee for Aeronautics
Moffett Field, Calif,, Dec, 13, 195k

®The drag data for the model with semicircular cutout correspond to
two different spike extensions. The spike extension of 1.6 inches was
used to obtaln the major part of heat-transfer and aserodynamic data for
this configuration, The spike extension of 2 inches gave near winimm
recovery factors (see fig, 7).
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APPENDIX
NOTATTON

cross~-sectlonal area of base of body, sq £t

drag coefficient, D
PoVo?
> A
1ift coefflclent, ——ie—
PoVo A
2
pltching~moment coefficient (moment about body base), __pmgm:nt
020 A1

center of pressure, percent of basic body length fram base
drag, 1b

heat=~transfer coefficient, » Btu/sq £t, sec, °R

—3
Ty = Ty
Lift, 1b

length of body (exclusive of splke-nose assembly), £t
free~gtresm Mach number

rate of heat transfer, Btu/sec

aeverage rate of heat transfer per unit ares » -g'-, Btu/sg ft, sec

Ir - To
recovery factor, R
8 o]

surface area, sq ft

free-stream static temperature, °R
recovery bemperature, ©R
stagnation temperature, °R

vall temperature, °R

& 'i Ii i-.'-.i-i
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free-stream velocity, ft/sec

dlstance from shoulder of basic body to thermocouple, in,
(See Pig. 2)

distance from front of body to tip of spike,-in,
(See fig. 2)

angle of attack, deg

free-stream density, slugs/cu ft

meridian angle sround body (measured from windwerd side of bo&y),

deg
ratio of specific heat at constant pressure to specific heat at
constant volume '

Subscripts

body aft of nose (exclusive of base)
complete body (exclusive of base)
indiceated temperature

total drag (including base drag)
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A-19754

(&) Flow sbout truncated cone.

A-19751
(b) Nonsteady flow about spike-nose
body with semicircular cutout-
detached shock (X = 2.000 inches).

Figure 6.~ Photographs showing comparison between steady and nonsteady flows.
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A-19753

(¢) Quasi=steady flow sbout splke=-nose B
body with semicircular cutout ' h
(X = 2.700 inches).

A-19744

(d) Nonsteady flow about spike=-nose body
with semicircular cutout=attached
shock (X = 2.000 inches).

Figure 6.~ Concluded,
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Figure 12.~ Comparison of average heat-transfer coefficlents for
different body shapes; a = o° s Mg = 3.5.
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